6DK6 
SHARP-CUTOFF PENTODE 


7-РІМ MINIATURE ТҮРЕ 
DATA 


Electrical: 


Heater, for Unipotential Cathode: 
Мо адены бы зында ынд ас or ас volts 
Currente - 4%... OBS аа Лы ш. th ale аА созт Че amp 
Direct Interelectrode Сарас апсез:0 
Grid No.1 to plate. ......... 0.02 max. put 
Grid Мо.1 to cathode, grid No.3 & 

internal shield, grid No.2, and 

heater % ызы 4 site ee bere е А 6.3 риї 
Plate to cathode, grid No.3 & internal 

shield, grid No.2, and heaters... 1.9 ци? 


Characteristics, Class А) Amplifier: 


Plate-Supply Voltage . . . мала 125 volts 
ОЧ Мб В. зизов et Ree A шс е Connected to cathode at socket 
Grid-No.2-Supply Voltage. ....... 125 volts 
Cathode Ке$їзїог............ 


. =. © a е э ә 


" > э è © è o o è >o э o 
. “ . э э a o а ө a э э . . 


гіа-Мо.1 Voltage (Approx.) for А 
plate да = 20............. -6.5 volts 


Mechanical: 


Operating Fos tioN єз сенд at жоли wy Шат ясе aS сы Апу 
Maximum Overall (іепдіһ................ 2-1/8" 
Maximum Seated Length. s s аман минна 1-7/8" 
Length, Base Seat to Bulb Top (Excluding tip). 1-1/2" + 3/32" 
Diameter а ее ee ee шш ша 0.650" to 0.750" 
Dimensional 041іпе............ See General Section 
BUT bs Seda oes во Sook leer os Gennes СЕКЕ ТЕРИС ey ee A Т5-1/2 
Вазе...... Smal]—Button Miniature 7-Ріп (JEDEC №.Е7-1) 
Basing Designation for BOTTOM VIEW . мама 7СМ 


Pin 1—Grid No.1 2-9 Pin 6-бгіа No.2 
Pin 2-Cathode (3) (е) Pin 7-Grid No.3, 
Pin 3-Heater \ 4 Internal 
Pin 4 -Heater GTA | XD Shield 
Pin 5—Plate 


AMPLIFIER — Class Ay 
Maximum Ratings, Design-Maximum Values: 


PLATE VOLTAGE. ............. 330 тах. volts 
GRID-No.3 (SUPPRESSOR-GRID) VOLTAGE. . . O max. volts 
GRID-No.2 (SCREEN-GRID) SUPPLY VOLTAGE . 330 max. volts 


О 


: See next page. 
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TENTATIVE DATA 


ELECTRON TUBE DIVISION 
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


6DK6 
SHARP-CUTOFF PENTODE 


GRID-No.2 VOLTAGE See Grid-No.2 Input 
Rating Chart at front of Receiving Tube Section 


GRID-No.1 (CONTROL-GRID) VOLTAGE: 

Positive-bias value 0 max. 
GRID-No.2 INPUT: 

For grid-No.2 voltages up to 


PEAK HEATER-CATHODE VOLTAGE: 
Heater negative with 
respect to cathode 
Heater positive with 
respect to cathode 


Maximum Circuit Values: 


Grid-No.1-Circuit Resistance: 
For fixed—bias operation 
For cathode-bias operation 


Without external shield, 
The dc component must not exceed 100 


volts! 


RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 
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6DK6 


AVERAGE CHARACTERISTICS 


6.3 VOLTS 
GRID N23 CONNECTED ТО 


CATHODE AT SOCKET 


GRID-N22 VOLTS 
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PLATE (Ib) OR GRID-N22 (їсә) MILLIAMPERES 


92СМ-985ІНІ 


ELECTRON TUBE DIVISION 
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6DK6 
AVERAGE CHARACTERISTICS 


=125 
=125 


6.3 VOLTS 
PLATE VOLTS 
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GRID-N2 2 VOLTS 
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GRID-N21 VOLTS 


92СМ-9852 


ELECTRON TUBE DIVISION 
RADIO CORPORATION OF AMERICA, HARRISON, NEW JERSEY 


